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Capacity
Standard 

Lifting 
Height

Standard 
Platform Net height Pit Power Up / down travel 

time Power supply Standard 
Weight Notes

BIPARK 26

2.600 kg. 1.850 mm
1850 x 3619 

mm
1.800 mm 1,5 kw 52 / 45 s 400 v / 50 hz 1.020 kg.

5.727 lbs 72,8 inch 72,8x142,5 inch 70,9 inch 2,0 hp 52 / 45 s 400 v / 50 hz 2.247 lbs

BIPARK 26

2.600 kg. 1.850 mm
1950 x 3619  

mm
1.800 mm 1,5 kw 52 / 45 s 400 v / 50 hz 1.050 kg.

5.727 lbs 72,8 inch
 76,8 x 142,5 

inch
70,9 inch 2,0 hp 52 / 45 s 400 v / 50 hz 2.313 lbs

BIPARK 26

2.600 kg. 1.850 mm
2100 x 3619  

mm
1.800 mm 1,5 kw 52 / 45 s 400 v / 50 hz 1.120 kg.

5.727 lbs 72,8 inch
82,7 x 142,5 

inch
70,9 inch 2,0 hp 52 / 45 s 400 v / 50 hz 2.467 lbs

BIPARK 26

2.600 kg. 1.850 mm
2200 x 3619 

mm
1.800 mm 1,5 kw 52 / 45 s 400 v / 50 hz 1.150 kg.

5.727 lbs 72,8 inch
86,6 x 142,5

inch
70,9 inch 2,0 hp 52 / 45 s 400 v / 50 hz 2.533 lbs

BIPARK 26 
H 21

2.600 kg. 2.100 mm
2.200x3.619 

mm
2.050 mm 1,5 kw 52 / 45 s 400 v / 50 hz 1.200 kg.

5.727 lbs 82,7 inch 86,6x142,5 inch 80,7 inch 2,0 hp 52 / 45 s 400 v / 50 hz 2.643 lbs

BIPARK 26 
H 21

2.600 kg. 2.100 mm
2.400x3.619 

mm
2.050 mm 1,5 kw 52 / 45 s 400 v / 50 hz 1.300 kg.

5.727 lbs 82,7 inch 94,5 x 142,5 inch 80,7 inch 2,0 hp 52 / 45 s 400 v / 50 hz 2863 lbs

BIPARK 32
H 21

3.200 kg. 2.100 mm
2.400x3.619 

mm
2.050 mm 1,5 kw 52 / 45 s 400 v / 50 hz 1.300 kg.

7.048 lbs 82,7 inch 94,5x142,5 inch 80,7 inch 2,0 hp 52 / 45 s 400 v / 50 hz 2863 lbs


